
DWA 
4000 Hi -Def

3D HiDef 
WHEEL ALIGNMENT 
FOR CAR 
AND 
LIGHT TRUCK

CAMERA

• Two 3-D High Definition Camera
• Measures All Adjustable Alignment Angles
• Set-Back and SAI for Diagnostic

CAMERA BOOM

• Camera Boom Automatically Adjusts to Lift Height
• Less Distance Required for Camera Boom to Front of Lift

SOFTWARE

• CEMB Fast and User-Friendly Alignment Program
• 40 Plus Years of Vehicle Specification
• Vin Code Scanner for Entering Specification
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DWA 4000 Hi Def

TARGETS
•Direct Shut-down Technology: forget 
the need to shut down  windows    
before turning off the master switch
•Reduced target size and weight 

CLAMPS

• Four Point Self-Centering

• Universal Grip

• Fits Most OEM Wheels
12" to 24"

STANDARD CONFIGURATIO N STANDARD COMPISITION

•Built in Computer with No Moving Parts

•CEMB User Friendly Alignment Program Database for Cars
and Lt. Trucks

•40 Plus Years of Specs

•Vin Code Scanner for Spec Entering

•Reduced Distance for Run-Out Compensation Forward or
Back

•Vehicle Alignment Dimensions for Diagnostic

•24” Monitor

•Color Printer

•Keyboard & Wireless Mouse

•Movable Camera Beam Support (lift) with 3D Sensor
technology

•Brake pedal Depressor

•Steering Wheel lock

•Set-Up of Alignment System

•On-Site Training of the Operations Alignment System

•Full One Year Warranty on Parts and Labor

STANDARD COMPOSITION

Ideal distance between turntable and sensors 5 1/2' to 7'
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